CASAMBI Anschlussschemen CASAMBI Anschlussschemen

t. I E | -~ g"
optiona 230V o E;_%
] PWM CCT
230V = -
DALI CCT
. -
optiona 90 HRRR Dy
a8 e DL ln';. R 230V e 0% 1‘3%5 )
§i_!:'5| Supply BT AErerl ==
e L8 Lo — PWM RGB
230v = L J — = =
DALI RGB
tional o0 - —_— 23 o
optiona iy = 230V =187 g_gg e
FIasy Supply CaE .._ u =
J - L . S — PWM RGB+W
230V = _IF_I ‘
DALI RGB+W DALI/O-10V__
optional i ! 6!9 — 0 L3 0
p o S 230V 6= B2 M0
£ LED Power Supply <]
. 4 controllable by DALI
J J > s PWM 1 Kanal
©
230V = e .

DALI 1 Kanal/0-10V

optional e
3 230V_gz E—%Els
] PWM 2 Kandle
230V =
DALI 2 Kandle
optional o =
230V 3t gg@ 2
J 2 T e PWM 3 Kanile
230V = R
DALI 3 Kandle
[°1%) .0'- I.ﬁ:!
optional ©0 e e
o 230V —0z S0
- ;:;:’QI; PE‘{?A. -2‘§ o 1
} G ; PWM 4 Kanale
230V = ]

DALI 4 Kandle






